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¢ Shooting Safety Commandments 

« Information 

¢ Instructions for Operation & Care of Rifle 
e Components Parts Listing 

e Valne and Reference Book Listing 


NOTE: We are pleased to accommodate your request for the Model 600 Bolt Action Rifle 
information. The following documentation represents all information available on this model from 
the Remington Arms Co., Inc. 

DO NOT MAKE CHANGES OR ALTERATIONS TO ANY PARTS OF A FIREARM. USE 
ONLY REMINGTON PARTS. NEVER MAKE AN ADJUSTMENT TO THE TRIGGER, OR 
CHANGE THE SHAPE OR SIZE OF THE SEAR, SEAR NOTCH, OR OTHER PARTS. 


Ten Commandments of Shooting Safety 


1. Always keep the muzzle pointed in a safe direction, 

2. Firearms should be unloaded Sieh abi in use. 

3. Don’t rely on your gun’s “safety”. 

4, Besure of your target and what is beyond it. 

5. Use correct ammunition. 

6.. If your gun fails to fire when the trigger is pulled, handle with care! 
7. Always wear eye and ear protection when shooting, 

8. Besure the barrel is clear of obstructions before shooting. 

9, Do not alter or modify your gun, and haye guns serviced regularly. 


10, Learn the mechanical and handling characteristics of the firearm 
you are using. 


‘Remington, HIGH POWER RIFLE 
FIXED BOX MAGAZINE 


cent ee hn vie bon aes --BOLT ACTION “REPEATER ~~ 


INSTRUCTION FOLDER and PARTS LIST , 


e The Remington Model 600 is a light weight, compart jar get e 
rifle with a ventilated rib barrel, The Monte Carto stock is 
full length and has a pistol grip. The receiver is filted 
with removable plug screws for receiver sights or telescope 
mounts. A solid piece bolt with close fitting handle can be 
easily removed from rifle for takedown purposes. 


TO PUT BOLT IN RIFLE — Simply clign bolt lugs to enter 
receiver properly, then rotate safety forward. Push bolt 
forward ond into rifle. 


TO REMOVE BOLT — Push safety forward ta unlock bolt and 
B raise bolt handle. Pull bolt rearward, Press down on front 
of bolt stop. Bolt stop is located in feft rear of bolt channel 
in receiver (Fig. 1), Use small flat key or screw driver. Allow 
bolt to slide back and disassemble .as bolt stop is passed; 
lift bolt from rifle. 


SAFETY — (Fig. 2) Close bolt and rotate safety rearward to 
ON SAFE position, Slide lever type safety is located at right 
cear of receiver. With safety in rear stop position, trigger 
cannot be pulled to “fire” rifle. When safety is ON SAFE 
bolt handle cannat be raised to unlock and open action. 


FIRE — Rotate safety with thumb {to front stop position. 
Trigger can be pulled to fire rifle. Bolt handle can he 
taised to open action. 

Caution: Before firing make sure barre! is clear—free of heavy oil, grease, or any obstruction. 

TO SINGLE LOAD — Raise bolt handle to unlock bolt. Pull bolt handle back to open action, Load cartriuge uty 
oreech. Close bolt to chamber cartridge and lower bolt handle to tock action closed. Rotate safety to vanr x qn, 
ON SAFE position. 

TO UNLOAD BARREL — Raise bolt handle to unlock action, Pull bolt handle back carefully until bullet tip clears 
receiver. Lift cartridge carefully from rifle. 

10 LOAD MAGAZINE — Open bolt and load cartridges directly into magazine. 

7O UNLOAD MAGAZINE — Caution: Make certain barrel is empty when unloading magazine. Pull bolt to rear 
zarefully. Then push bolt forward until cartridge is released from magazine. Lift free cartridge from rifle. 
Repeat until magazine is empty. 

SIGHTS — The Remington Model 600 is factory equipped with open sights (Fig.'3). Windage or elevation adjust- 
ment may be made with rear sight The front sight is “fixed” type, not adjustable for windage or elevation. 
ELEVATION — Turn elevation screw to loosen rear sight eyepiece on sight leaf, Raise or lower eyepiece and 
Highten in desired position with elevation screw, Raise eyepiece for longer range or to raise bullet impact at 
lorcet. With ayeniere lowered, range will sharten.or bullet impact drep on target ” , 
WINDAGE— Turn windage screw to“loosen sight leaft: Move sight leaf ‘to right ‘or left, tighten iit desired posi = 
Hon with windage screw. Moving sight leaf to right will move bullet impact on target to right. Moving to left 
will move bullet impact to left. 

RIFLE CLEANING AND CARE — Caution: Make sure rifle is BWINDAGE SCREW 
empty of live ammo (before cleaning), To make cleaning of 

barrel or bolt easier remove balt From rifle, (See Fig. 1). Use Fig. 3 
a good petroleum solvent for cleaning of parts. 

CLEANING OF BARREL — Use lightly oiled, soft cloth and clean 
from breech to muzzle. Scrub barrel bore and cartridge 
shamber in barrel with a good bore solvent, if necessary. 
‘Wipe dry and re-oil bore and chamber very lightly. 
CLEANING OF BOLT — 8rush face of bolt to remove shooting 
residue. ‘Wipe dry and ra-ai: vary lightly. To prevent undue 
wear, lubriccte cam surfaces at caar of belt-top and bottom. 
Additional care and cleaning of bolt parts can be done, if 
necessary, 

TO DISASSEMBLE BOLT PARTS — Remove bolt from rifle. Pull firing pin head back until coin or similar piece can 
§ serted [Fig. 4}, Then held bolt handle and turn bolt plug at rear until entire firing pin assembly can be 


wv awed and ramoved from solt assembly. Reassemble in reverse order. 
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ALWAYS ‘ORDER ¢ COMPONENTS BY PART NUMBER AND PART NAME 


o. NAME OF PART. : E PartNo. 7 >, NAME OF PART 


Barrel "Assembly | (includes | Barrel, Barrel |. 45727, Rear. Sight. Bose 


Bracket, Barrel Stud (6), Receiver) . wide 
Bolt Assembly Hineludes: Bolt Body Assembly 


15733 Rear Sight Elevation Screw 


and Bolt. Handle) -..icsscecensceceseincnceeree sedate 15726 Rear Sight Eyepjece a a Se Btn 
Bolt Final Assembly ‘includes Bolt Assembly, 15728 = Rear Sight Leaf 
Ejector, Ejector Pin, Ejector Spring, Extrac- 15418 Rear Sight Nut . 


tor, Extractor Rivet, Firing Pin Assembly) 
{not shown) .... 2 15732 Rear Sight Windage Screw __.cscceececceeieenene 


Bolt Plug 15778 Rear Sight Wrench (not shown) .. 


Bolt Stop 17034 Receiver Plug Screw -WW....-- a. 
Bolt Stop Pin ..... 


VS 483. > RIB cavcocneemectescisbonstcnseeaeeclteesnnetataiahtocatnseaten = 
Bolt Stop Spring VSAV7.- Rib Screw cece ace necseneeoneleeclereernunescueesoeeneee 
Butt Plate W.......... 26795 Safety. Assembly (includes Safety and Safety 


Butt Plate Screw Thumbpiece) ae 
[éctor 26850 Safety Detent Ball —__..... 
erie 15432 Safety. Detent Spring -..-___.. 
17043. Safety Pivot Pin : 
17044 Safety Snap Washer 


26590 Sear and Safety. Cam Assembly (includes Sea: ao 
Safety Cam) : 


24476 Sear Pin... 
17047 "Sear Spring -2...——. 


Ejector Pin 2: 
bs 


Ejector Spring . 


Extractor 
Extractor 


Assembly fincludes Bolt Plug, Fir- 
fring Pin Cross Pin, Firing Pin 


27650 Stock Assembly (includes Butt Plate, Sutt Plate 
Screw and Stock) Soe 


Firing Pin’ Head 
Front. Guard Screw —-——__. 


porte oA 15435 Trigger —..... a a 


.Front Sight Assembly (includes Front Sight and 17049 Trigger Adjusting Screw —. 
Front Sight Bead) _-.___.____. 


: 26730.. Trigger: Assembly: {includes : Trigger. Housing; 
) Magazine Assembly (includes Magazine and Sear and Safety Cam Assembly, . Sear 
Magazine Support) -.--ee-cececeeceneneecene Spring, Trigger,. Trigger Adjusting Screw, 

. Trigger Connector, Trigger Pin, Trigger 
Magazine Follower Spring, Trigger Stop Screw) (not shown) .... 


Magazine Spring Boss 


15436 Trigger COnNSCIOP - cceceseesecncese tees eee 
> Magazine Support s Screw ilar i, “j : : 
Main Spring Trigger Guard 2 eee een 
1. Rear Guard 13429 Tri Housing 
Rear Sight Assembly (includes Rear Sight, Ele: 24477 
vation Screw, Rear Sight Base, Rear Sight 17978 Tri . 
Eyepiece, ‘Rear Sight leaf, Rear Sight Wind- rigger Spring —. pa ae 
age Screw} {not shawn) : - 17053 Trigger Stop Screw <u. -sscececsene eee nsenenesceee on 


Basic 308 Caliber listed above. See Sectional 
View for proper identity of parts. See added 
page for other caliber part listings. 


DELIVERIES ARE F.0.8. ILION, N.Y. 


Send all guns for factory service and in 


° service and” parts to All other inquicies are to be addressed to MODEL 
REMINGTON ARMS COMPANY, INC. + REMINGTON ARMS COMPANY, INC, 
Arms Service Division Bridgeport, Connecticut S600 
. Hion, New York 
Pep cE , en 


ae ea 


27340 - aa 


i 
5, | 


| 
oF 16254 — 16968 


REPLACEMENT PARTS 


When ordering parts specify model, caliber, part name and serial number factory as the use of tpecial tools and qeuget is required to assure 
af the gun. proper operation. All other party will be shipped ex ordered bur, since 
NOTE: The sale of barrel assembliex and breech baltt is resticisd, When they ara made to glose dimensions, the particular gar may require slight 
thease ports are naeded for replacement, the acm must be returned to the adjustment or fitting 10 stture proper functioning of the arm. s 
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ADDITIONAL CALIBERS AY@MUUNGEOI, COMPONENT PARTS — 


Sectional View) 


: BOLT: ACTION —- HIGH, POWER RIFLE. | 
»" 2 35~Rem.,°222 Rem. 


DRGeeart 3 
ers not ee d 


Part No. NAME OF PART NAME OF PART 


26682 Barrel Assembly, 35 Rem. (includes Barrel, 
Barrel Bracket, Barrel Stud (6), Receiver) ...” 

26481 Barrel Assembly,, 222 Rem. (includes Barrel, 
-+. Barrel Bracket, Barrel Stud (6), Receiver) —.. 

26775 Bolt. Assemblyy.35 Rem, and.222 Rem. (in- 
cludes Balt Body Assembly and Balt Handle) 

26701 Bolt Final Assembly, 35 Rem. (includes: Solt 
Assembly, Ejector, . Ejector Pin, Ejector 

“Spring, Extractor, Extractor Rivet, Firing, Pin 

_Assembly (not shown) 


26770 Bott: Final Assembly, 222 Rem. lincludes Bolt 
“Assembly, Ejector, Ejector Pin, Ejector 
“Spring, Extractor, Extractor Rivet, Firing Pin 
sembly (net shown) .... 


15852 Ejector, 222 Rem. 


15850 Extractor, 222 Rem. os 
27340 £3 i Rivet, 222 Rem. . eetteenieenneenenenn 
27261 Assembly, 222 Rem. {includes 
agazine and Magazine Support) 
17975 te Followar, 222 Rem. a. 
783 


} agazine Spring, 222 Rem. ee aie! 
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2 COCK BOLT — Bolt must remain cocked to put into rifle. If bolt becomes “unlocked” firing pin head will be f 

rarly flush to bolt plug at rear. To cock bolt, hold firing pin head firmly to prevent movement: then turn bolt with henge show as 
wy on cocking surface (beneath handle) against firing pin head. Continue turning bolt handle nut. Cocking notch on rear he Bott will 
sn head. Bolt is then cocked and ready for re-entry to rifle. . engages firing 


ACTION CLEANING — Action parts in stock will remain clean longer if . : 

is used. Trigger adjustment is sealed at factory. This adjustment provides wie cll 

amount. of trigger pull and weight, Therefore, removal of stock js not recommended 
Wata”'Se Papldceriant of | pais: “If necessary? 18" raiioVE? sot UAaeEa NS UEEe 


FIRING PIN HEAD 


Yona ethane sb ee Serta 


Untess* Foi 
front and rear guard screws (see sectional view). Lift awoy trigger guard and stock 


HANDLING — Cil-wipe barrel, receiver and all steal paris to ‘ 
. . prevent rusting, set 
“prints of moisture can cause rust unless removed, 9. Invisible 


me 


x 


EXPOSURE — After using in wet weather, always wipe steel parts with oil, Ab 
changes in temperature can also cause condensatian and wetness. Therefore; ¢ slat! 
care is needed, especially to inside metal parts to prevent rust. When shooting i 
freezing weather, remove any excess oil for best results. Use dry graphite if nec sary 
to fubricate working parts. essary 


INSTRUCTIONS FOR ORDERING PARTS 


Please read carefully) : 


When ordering parts— please order by part number and part 
same. Give also model name and number of gun, serial number 
if any), and state caliber or gauge. Please identify from the 
zomponent parts, picture or section view. 


Cover only one subject in letter or order. Do nof order spare 
parts and give instructions on repair of a gun or guns in the 
same letter — this delays service. 


Please do not ship sample parts to Firearms Factory unless it is 
impossible to identify from the Parts List or Instruction Folder. 
See shipping instructions concerning FACTORY SERVICE. 


INSTRUCTIONS FOR 


Please read carefully before making 
shipment to the Firearms Plant at 
ILION, NEW YORK 


Please package carefully when shipping firearms to factory. 
Use plenty of cushioning material to prevent movement of gun 
or gun parts In package during transit. 


Please do not ship gun in a gun case, or special container that 
must be returned from the factory. The return of your gun or parts 
will be greatly speeded if properly packaged in a throw-oway 
carton. 


All shipments should have forwarding and return address clearly 
marked on gun package as well as on attached letter. 


To further improve service — please attach complete fetter of 
information securely on outside of each package returned to the 
factory for repairs. 


Please do not return gun accessories such as sling straps, quick 
release swivels, special boots, covers, telescopes, mounts or any 
special equipment to the factory with the gun shipment. 


Give full details of the contents of the shipment — state whether 
complete gun or part. List model name and model number, serial 
number Uf any), and caliber or gauge. 


Give full condition of contents — stock and fore-end damage (if 
ory), metal damage (if ony), barrel bent or damaged (if any), 

+ missing, ete. A full description will enable us to more 
uvurately list the needed repairs. 


Cover only one subject in letter or order. Do not order spare 
parts and give Instructions on tepair of @ gun or guns in the 
same letter — this dalays service. 
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We will furnish parts for discontinued models as long as the 
supply is available. We are unable to supply parts for models 
or repair guns not Jisted in complete line Parts List. 
All parts will be shipped as ordered, but since they are made to 
close dimensions, the particular part may require slight adjust- 
ment or filting to assure proper functioning of the arm. 
IMPORTANT: Do not combine Part Orders with Gun Service Orders. 
Please send Part Orders direct to: 

REMINGTON ARMS COMPANY, INC. 

PARTS DEPT. 
ARMS SERVICE DIVISION 
llion, New York 


FACTORY SERVICE 


THEN-to avoid all possible delay In starting work on your gun or 
parts, please include in your first order or letter the trouble you wish 
corrected, any changes you desire, or parts you wish replaced. 


If an estimate is required before the work Is started, pleasa 
advise, Otherwise we will proceed with the necessary work and 
send a statement of the cost to you, In this manner we can 
reship your gun or parts at the earliest possible date. 


Unless you specify otherwise, shipments will be made by way of 
Parcel Post on small packages, Express on larger packages. 


Remington gun parts are not interchangeable with thase of any 
other make of gun. For this raason the Remington Arms Company, 
Inc. cannot service any gun not of our manufacture. 


We will make repairs on discontinued medels as long as the 
supply of parts is available. However, we cannot maka repairs 
for models which are not listed in complete line Parts List. 


IMPORTANT: Before packaging guns for return to factory, Att 
LIVE AMMUNITION SHOULD SE REMOYED. 


If live ammunition is included in package, shipment cannot be 
made by Insured Mail, All other shipments may be made by 
Insured Mail, Express, Motor Transpart, or Freight. 


Please send repairs direct to: 
REMINGTON ARMS COMPANY, INC. 
ARMS SERVICE DIVISION 


Hien, New York 
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Remington, HIGH POWER CARBINE MODEL 
gtor 
REMINGTON MAGNUM CALIBERS 600. 


- oe ; - FIXED BOX MAGAZINE MAGNU 
= BOLT ACTION “REPEATER™ = 


(STRUCTION FOLDER and PARTS PRICE LIST 


600 is, pound for pound, the most powerful carbine for big game hunting. 


new Remington MAGNUM Model 
and capable of downing the largest game on the North Ameri- 


; MAGNUM caliber model is an idea! brush gun 
Continent. 
PACITY — of four (4) shots is possible, counting three cartridges in th 


mber. 
TION — features the strong steel-shrouded bolt found in all Remington bolt action, high power rifles. For MAG. 
MA accuracy, the action is custom-bedded in a rugged, moisture resistant, faminated stock, A "Delrin’S tang sup- 


+ also gives action added bearing in rear af stock. 
INTE CARLO STOCK — of two-color Jaminate design, 


e fixed magazine and one in the barrel 


contains the action and barrel. The use of select wood lami- 
‘es, carefully joined, shaped and sealed, guarantees strength and rigidity for this MAGNUM design. The stock is 
ity checkered at grip and fore-arm, and protected overall with the new Du Pont RK-W hard wearing wood finish. 
scoil pad at the butt and carrying strap with quick detachable swivels is standard equipment. 

SNUM weight barrel — is free-floating and turned extra heavy to keep: the MAGNUM loads on target. On this 


rel is mounted the “Delrin’’® ventilated rib with factory open sights. 
bracket on this new MAGNUM Model 600. 


LESCOPE MOUNTING (Fig. 1)—Remington js introducing a raised barre 
is newly designed bracket, located between receiver and barrel, provides a recoil shoulder or shooting suppart 
for telescope base. 

For standard eya relief, or telescopes mounted ot the rear .. 
. position, the receiver is drilled and tapped and fitted with +” 
Meee Eremovable plug screws. 

With leng eye relief mounts, the rear sight may be removed ~ 

to locate bases at forward position, This forward mounting, 
makes loading much easier, particularly during offhand 


hooting. 


cannot be pulled to “fire” gun. When safety is ON SAFE bolt 


BARREL. BRACKE handle cannot be raised to unlock and open action, 
(Raised) FIRE — Rotate safety with thumb to front stop position. Trig- 
ger can be pulled to fire gun. Bolt handle can be raised ta 


open action. 


oe garter 


SAFETY TO LOAD MAGAZINE 
(on safe} into magazine. 


BTO UNLOAD MAGAZINE . ¢ i SAeke certein barrel t 
> empty when unloading magazine. Pull bolt to rear care: = 


cartridge is released from magazine, Lift free cartridge from gun. Repeat until 


an sights. Windaga or elevation adjustment may 
ght is “fixed” type, not adjustable for wind- 


ully. Then push bolt forward until 
nagazine is empty. 
SIGHTS — The Remington Mode! 600 Is factory equipped with op 
se made with rear sight. A small sight wrench is supplied. The front si 


@ or elevation. Both sights are easily removed. 
EVATION — Turn elevation screw to loosen rear sight eyepiece on sight leaf. Raise or lower eyepiece and tighten 


desired position with elevation screw. Raise eyepiece for longer range or to raise bullet impact at target. With 
avapiece lowered, range will shorten or bullet impact drop on target. 

WINDAGE — Turn windage screw to loosen sight leaf, Move sight leaf to tight or left, tighten in desired position 
ath windage screw. Moving sight leaf to rght will move bullet impact on target to right. Moving to fefr will mave 


puller imecer to left. 

CLEANING AND CARE — Caution: Make sure gun is emply of live ammunition tbefore cleaning). To make cleaning 
of barrel or boit easier remove bolt from gun. Use a good petraleum solvent for cleaning of parts. 

TO REMOVE BOLT (Fig. 3) ~ Push safaty forward to unlock 
bolt and raise bolt handle, Pull bolt rearward. Press dawn on 
Zront of bart pn. Bolt stop is lecated in left rear of bolt 
- nel in receiver. Use small flat key or screw driver, Allo 
ack and disassemble 25 balt stop is passed; 


vr gait t ia 

TO PUT BOLT IN GUN-—Simely align doit lugs to enler receiver 
te sofaty forward, Push bolt forward and 
“egekad". See Ta Cack Bolt. 
of boit to remove shooting 
event undue: 


aoerly, : 

gun. Note: Sait must remain 
ZLEANING OF BOLT — Srush face 
2 dry and re-ail very lightly. To pe 
cam surfaces at reor of bolt — 
care and cleaning of bolt por 


BOLT 
RELEASE 


REMINGTON ARMS COMPANY, INC. 


UNG OF BARREL = Use lightly viled, soft clath'and clean, from 6 s ch to muszlé. Scrub: barrel ‘and cartrid: i 
» good ‘bore solvent, if necessary. Wipe dry and re-cil. bore and. chamber very lightly. sere 9 ge chamber in barrel 
SASSEMBLE SOLT PARTS — Remove doit from gun. Pull firing pia head back unzil cain or similar piece can be inserted (Fig. 4). The! 


golt handle and turn oolt 
BSE SPM a et ee aise 
ICK BOLT = sult must remain cocked 
0 bolt alug ar cear. Ta cock bolt, hoid * 
2a beneath handlel against 
socked: and ready for’re-entry ta gun. 


‘ING PIN HEAD. 
-_ 


apahs 
aut into gun. If bolt bec! 


is needed, especially to inside metal parts to prevent rust. 
iry graphite if necessary to lubricate working parts. 


+4) swivel assemblies to stock. To do this, push. plunger on swive: 
gl. Then inserl atlaching stud into eye of. stock screw. Close 


ea rear keeper back in tight loop against rear swivel. 


“INSTRUCTIONS FOR 


sase’ read.-carefully) _ ooo 

=N ORDERING PARTS .... MODEL NUMBER; PART NUMBER and 
T NAME.MUST BE GIVEN. Give also serial number (if any), and 
2 caliber’or gauge. Please identify from: the component parts, 
ure or section view. . 
er only Gne subjéct in letter of order, Do not‘order spare parts 
\ give instructions on repair of @ gun or guns.in the same letter. 
iis delays services: . 
ise do not ship sample parts to Firearms Factory unless it is im- 
sible to identify from the Parts List or Instruction Folder. See 
»ping instructi -goncerning FACTORY SERVICE, 

ts will be furnished: for discontinued models as long as the sup- 
is available. We are unable to supply parts for models or repair 


“INSTRUCTIONS FOR 


Please read carefully before making 
shipment to the Firearms Plant at 
ILION, NEW YORK 


ase package carefully when shipping firearms to factory. Use 
aty of cushioning material to prevent movement of gun or gun 
“ts In package during transit, 
-ase do not ship gun in a gun case, or special container that must 
ceturned from the factory. The raturn of your gun or parts will be 
satly speeded if properly packaged in a throw-away carton. 
shipments should have forwarding and return address clearly 
irked on gun package as well as on attached letter. 

further improve service — please attach complete letter of infor- 
ation securely,on! outside of each package returned to the factory 
repairs. . nO ; 
rase do not return gua accessories such as: sling straps; quick 
vease swivels, special boots, covers, telescopes, mounts: or any 
cial equipment to the factory with the gun shipment. ; 
va full details of the contents of the shipment — state 
mplete gun or part. List model name and model number, Serial 
mber (if any), and caliber or gauge. _ _ 
ve full condition of contents — stock and: fore-end damage (if 


iy}, metal damage Gif any), barrel beat or damaged (if any), parts 
‘ssing, ete, A full description will enable us to more accurately list 
a needed repairs, a 

aver only one subject in letter or acder, Do not order spare parts 


2 et 
$ ‘ocked” fi 
ent movement; then turn bolt with handle. Jolt will com an cocking 


ing pin head firmly to prev \ < 
handle until cocking notch an rear engages Firing pin head. Salt is 


firing sin head. Continue turning, bolt 


G STRAP’ = A sling strap complete with mountings is packaged with each carbine, 
{ until small plate lifts and can be swung free of attaching. stud on 


plate on swivel to fock swivel to stock screw. 


‘9 attach strap to swivels — insert tongue of strap in rear swivel. Then loop strap back and 


slide front keeper band on free, end of strap. Then insert strap thru front swivel an 
+ brass fastener thru matching slots to join’ strap in desired position. 7 
To remove strap. from rifle, simply snap quick detachable swivels from stock screws and remove straps. 


be unscrewed and removed from bolt assembly. Reassemble | 


mH wap ens ats abitty nig 


ove: -gitorupsng ids weary sens et 
ag pin head will be forward and shaw as 


ACTION CLEANING — Action parts in stock will remain clean longer if very little oil is 
used, Trigger adjustment is sealed at factory. This adjustment provides proper amount 
of trigger pull and weight. Therefore, removal of stock is not recommended unless far 
care or replacement of parts. 
guard screws (see sectional view). 
bling; be sure that bottom leg of magazine spring lies centrally between magazine box 
tabs. Magazine spring must rest on 
filled to full capacity of three (3) cartridges. 
-ear) before reassembling action to. stock, 
HANDLING — Oil-wipe barrel, receiver and ail steel parts to pravent rusting. Invisible 
“prints of moisture. can cause rust unless removed. 

EXPOSURE -— After using in wet weather, 
changes in temperature can also cause condensation and wetness. Therefore, special 
When shodting in freezing weather, remove any excess oil for best results. 


If necessary 19 remove stock, unscrew both front and rear 
Lift away trigger guard dnd stock, When reassem 


floor plate of trigger guard. Magazine can then be 
Also assemble tang support to action (at 


always wipe steel parts with oil. Abrupt 


Whan attaching — assemble both quick detachable 


thruattached rear keeper band: Pull strap to 


d double strap. back and: thry attached front keeper. 


ORDERING PARTS. . 
guns not listed, in Complete Line Parts List: € . 
The sale of barrels and bolts is restricted. Special tools, and gauges 
are required for assembly. ' 
All parts will be shipped as ordered;. but singe they are made to 


close dimensions; the particular part may require slight adjustment 


or fitting to assure proper functioning of th: mM. 


IMPORTANT: Dé not combine Part Orders. with Gun Service Orders. 
Please sand Part Orders direct tor af _ . a 
REMINGTON ARMS. COMPANY, INC. 
: PARTS: D = ne 
ARMS SERVICE. DIVISION ; 
Ilion, New: York “ecg eet 


An ,mRY. <3 
FACTORY SERVICE 
and give instructions an repair of a gun or guns tn the same letter 
— this delays service. : 
THEN — to avoid all possibla delay in starting work on your gun or 
parts, please include in your first order or letter the trouble you 
wish corrected, any changes you desire, or parts you wish replaced. 
lf an estimate is required before the work is started, please advise. 
Otherwise we will proceed with the necessary work and send a 
statement of the cost to you. In this manner your gun or parts can 
be reshipped at the earliest possible date. 
Unless you specify otherwise, shipments will be made by way of 
Parcel Post on small packages, Express on larger packages. 
Remington gun parts are not interchangeable with those of any 
other make of gun. For this reason the Remington Arms Company, 
Ing. cannot service any gun not of our manufacture. 
Repairs will be made on discontinued models as long as the supply 
of parts is available. However, repairs cannot be made for mo 
which are nat listed in complete line Parts List. \ 
IMPORTANT: Before packaging guns for return to factory, 
AMMUNITION SHOULD BE REMOVED. 
I€ live ammunition is included in package, shipment cannot be 
made by Insured Mail. Al! other shipments may be made by Insure 
Mail, Express, Motor Transport, or Freight, 
Please send repairs direct to: 

REMINGTON ARMS COMPANY, INC. 


ARMS: SERVICE DIVISION 
Ilion, New York 
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‘REMINGTON. ARMS COMPANY. INC. “ REMINGTON ARMS COMPANY. INC. 
Arms Service Division 


Bridgeport, Cannecticul 
Vion, New York 
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v REMINGTON L it 
M-600 
MAGNUM 


REPLACEMENT PARTS 


Whan ordering parts specify madal, caliber, part name and serial number 


factory a1 the use of special tools and gauges ia required ta aiives 
af the gua, 


proper operation, All other parts will be thigped a1 ordered but, since 
NOTE: The tele af barrel asiemblies and braech Bolts ix restricted. When 


they ara made 10 close dimensions, the particular part may faquire slight 
these ports ora needed for replacement, the arm must be raiuened to tha 


adjustmanr of fitting to ature pease functiening of the arm 
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>MPONENT PARTS oo R oe 
MODEL. BOLT. ACTION | HIGH POWER CHU fon ( 
600 MAGNUM CARBINE 


AGNUM 350 Rem. Mag. e 6.5 MM Rem. Mag. 
When ordering. parts—Model! No., Part No. and Part Name must be given. 


No. NAME OF PART List Price NAME OF PART List Price 
14 Barrel Assembly, 350 Rem. Mag. (includes: Bar- 17034° Receiver Plug SeraW cucneeenercesmnnennnnenne $ 
rel, Barrel Bracket, Barrel Stud (6), Recalver) 15651 Reinforcing Screw (not. shown) -.. veenesenee 
36 Barrel Assembly, 6.5 MM Rem. Mag. (not shown) f 15488. Rib ceceocecenecesnsecebe cutee ateneeeeeesee . 
07 Bolt Assembly, (includes Bolt Body. Assembly mats V5417 Rib Screw -cceccsescceseeneesccresececbeceeeeeemeeereiee 
and Bolt Handle) —— eo f 
32 Bolt Final Assembly, (includes Bolt Assembly, a 26795 Sa ‘ety Assembly {Includes Safety and Safety 
“ Ye AU ‘ Thumb piece) ...----.-.-senenenanentennnceneeensene 
. Ejector, Ejector Pin, Ejector Spring, Extractor, - 
” Extractor Rivet, Firing Pin Assembly) {not 21387 | Recoil Pad’ _....--. 
« shown) aan aan 25410 Recoil Pad Screw 
99 Bolt Plug, paneer 26850 Safety Detent Ball 
12 Bolt Stop oc 15432 Safety Defent Spring 
34 Bolt. Stop Pin 17043 © Safety Pivot Pin sn... 
13 Bolt Stop Spring ns 17044 Safety Snap Washer 
V7 Efector nen neneme nee cere ere inl ~ 26590 = Sear and Safety Cam Assembly (includes Sear 
76 Ejector Pin —..------ Safety Com) -.n.te.csececsceecceeeecbeeeereenenemnesenne 
19 Elector Spring 24476 © Seer PIA scenaeneececccnnnseneneenennneceeentnereeeceeecenctcerenee 
99 Extractor. ...—. T7Q47 Sear Spring --.----es.sereepnenwennsenenensennencenewerrene —— 
41 Extractor Rivet epee ene eeereneeeetennne atest 15416 Sight Screw -—.. 
VO Firing Pir wens acne ene e nett etnies 16968 Sight Washer 
‘15 Firing Pin Assembly Gncludes Bolt Plug, Firing 26990 Sling Strap Assembly and Mountings complete 
Pin, Firing Pin Cross Pin, Firing Pin Head, Includes: 
Main Spring) — nantes ence ruses: 
a2 Firing Pin Cross PI : . 18357 Front Swivel Nut 
iring Pin Gross Pin 15356 Front Swivel Screw 
21 Ficing Pin Head ..-..-- 15358 Rear Swivel Screw . 
53 Front Guard Serew ——--—-eeeonerensereroonsnnrrennnn _ 26625 Sling Strap Assembly, 7%” -. . 
65 Front Sight Assembly (includes Front Sight and _. 26555 Swivel Assembly, Q.0. (each) wen 
: Front Sight Bead} —-——--____-- peceeennee - 
Font sight bea 27651 Stock Assembly (includes Recoil Pad, Recoil Pad 
PAB. MG GZ Ee nnn nnn nnn nnn nen en encnrernn Screw (2), Stock, Swivel Screw, Rear; Swivel . 
567 Magazine Follower ———--—-----——-— Seraw, Front; Front Swivel Nut, Reinforcing” ~~ 
. — SCrOW) neeeneeeeeeaesnsceseneesensensenenson . 
i91 - Magazine Spring 15883 -Tang Support ,. 
411 © Main Spring ———-—----- nnn 15435 Trigger 
380 Rear Guard Screw iy (includ a h ele. 17049 Trigger Adjusting Screw 
341 Rear Sight Assembly (includes Rear Sight Ele- . . a . 
vation Serew, Rear Sight Base, Rear Sight 267390 Trigger Assembly (includes Trigger Housing, 
Eyepiece, Rear Sight Leaf, Rear Sight Wind- tian an ne ely or Assembly, Sear Spring, 
age Screw) (not SHOWN) cavssossesssesecssresseeerenes rigger, Trigger Adjusting Screw (2), Trigger 
Connector, Trigger Pin, Trigger Spring, Trig- 
500 Rear Sight Base -......-sccecseeeescene renee snatenennnnenee ger Stop Screw} (not shown) _ 
733 Rear Sight Elevation Screw —_....---------+--- becomes 15436 Trigger Connector 
726 Rear Sight Eyepiece -. . 15437 Trigger Guard 
728 Rear Sight Leaf 15429 Trigger Housing... ss secenssceecsenneeesneenmeeneesane: 
418 Rear Sight Nut Z4A77 Trigger Pi Jn.sscscesnesesscensscseneneetersrennenereneenarenenes 
732 Rear Sight Windage Screw ..---.--eecene eetsernrerseee 17978 Trigger SOriNg -.. eeeceeesseeceecrerensereneerensnasaeeneeee 
778 Rear Sight Wrench (mot shOWN) .......sceesesenesecee 17053 Trigger Stop Screw woes ses ececereceaesnenanentenaane 


See Sectional View for proper identity of parts, 


Firearms Value & Reference Books 


NOTE: We do not provide information on firearms’ values. You may want to have your firearm 
appraised by a gunsmith. The following sources may also be helpful. We do not accept 
responsibility for the goods or services provided by these sources. 


Firearms Value Books 


Blue Book of Gun Values Flayderman’s Guide to Firearm Values 


Blue Book Publications 
8009 34” Avenue South #175 
Minneapolis, MN 55425 
800-877-GUNS 


Gun Trader’s Guide 

Stoeger Publishing Company 
5 Mansard Court 

Wayne, NJ 07470 
973-872-9500 


Gun List 

Modern Gun Values 
Krause Publications 
700 East State Street 
Tola, WI 54990-0001 
847-573-8530 


Reference Books 


The Remington 700 
John Flacy 


Brownells, Inc. 

200 South Front Street 
Montezuma, [A 50171 
515-623-5401 


Shooter’s Bible 

Stoeger Publishing Company 
5 Mansard Court 

Wayne, NJ 07470 * 
973-872-9500 


Cartridges of the World 
Frank C, Barnes 

Standard Catalog of Firearms 
Krause Publications 

700 East State Street 

Tola, WI 54990-0001 
847-573-8530 


Remington, America’s Oldest 
Gunmanker 

Remington Arms Co. 

PO Box 700 

Madison, NC 27025 
Attention: History Book 
800-423-8495 


